
ANNEX II + III :
 TECHNICAL SPECIFICATIONS + TECHNICAL OFFER
Contract title : Supply of equipment
Lot 3: Supply of outdoor 3D equipment
p 1 /…
Publication reference : CB006.1.21.193-BG-01/07.08.2017
Columns 1-2 should be completed by the Contracting Authority

Columns 3-4 should be completed by the tenderer

Column 5 is reserved for the evaluation committee 
Annex III - the Contractor's technical offer

The tenderers are requested to complete the template on the next pages: 

· Column 2 is completed by the Contracting Authority shows the required specifications (not to be modified by the tenderer), 

· Column 3 is to be filled in by the tenderer and must detail what is offered (for example the words “compliant” or “yes” are not sufficient)  

· Column 4 allows the tenderer to make comments on its proposed supply and to make eventual references to the documentation

The eventual documentation supplied should clearly indicate (highlight, mark) the models offered and the options included, if any, so that the evaluators can see the exact configuration. Offers that do not permit to identify precisely the models and the specifications may be rejected by the evaluation committee.

The offer must be clear enough to allow the evaluators to make an easy comparison between the requested specifications and the offered specifications.
	1.

Item Number
	2.

Specifications Required
	3.

Specifications Offered
	4. 
Notes, remarks, 
ref to documentation
	5.

Evaluation Committee’s notes 

	1. 3D Mapping Video Projector - No. of units 1
	• 3-chip DLP technology or equivalent;
• Resolution: Full HD
• Brightness: 20 000 ANSI lumens
• Contrast 10000:1
• Input: DVI, HDMI, 3D SYNC
• LAN connectivity

• Remote control

• Operating current: 200 ÷ 240 V; 50÷60 Hz

• Keystone correction

• Possibility of additional lens
	
	
	

	2. Lens for 3D Mapping Video Projector - No. of units 1
	• Ratio 4 ÷ 8:1
• Focus distance between 60 and 100 meters
• Necessary fittings for the 3D projector
	 
	
	

	3. Video Playback controller - No. of units 1
	• Output: Full HD

• Interface: DVI, HDMI, USB 3.0

• RAM: 8GB

• Shock-proof

• With complete set of cables

• Controller software included
	 
	
	

	4. UPS - No. of units 1
	• Output: at least 4 kVA

• Operating current: 200 ÷ 240 V; 50÷60 Hz

• Handles for transportation
	
	
	

	5. Outdoor screen for projections on buildings – 2500 sq.m.
	• Material: vinyl, perforated

• Rolls of at least 3m width

• No frame installation
	
	
	

	6. Mounting rack - No. of units 1
	• At least 2 m height, capable of supporting projection equipment

• Up to 8 m height
	
	
	

	7. Carrying case - No. of units 1
	• WxHxD 70x35x100

• Foam padded inside

• Metal corners, thick walls
	
	
	

	Audio System for 3D Projections
	
	
	
	

	8. Audio Mixer - No. of units 1
	• Minimum 8 input jacks

• Minimum 2 output jacks
	
	
	

	9. Speakers - No. of units 8
	• Three-way line array system

• Minimum 120 degrees horizontal coverage
• Frequency: 40 Hz ÷ 20kHz

• Sensitivity 100 dB/1W/1M
• Power not less than 1000 W
	
	
	

	10. Amplifier bass section - No. of units 2
	• Minimum power: 2х2000W 
• Impedance: 4 ohm
	
	
	

	11. Amplifier treble section - No. of units 2
	• Minimum power: 2х800W

• Impedance: 4 ohm
	
	
	

	12. Rack for equipment - No. of units 1
	At least 4 compartments for amplifiers and playback controller
	
	
	

	13. Playback controller - No. of units 1
	• 2 input jacks

• 4 output jacks

• Minimum 8 parametric corrections for each input and output jack

• Equalizer for each input and output

• Possibility for crossover up to 48dB per octave and phase correction
	
	
	

	14. Mounting rack -No. of units 1
	• At least 2 m height, capable of supporting projection equipment

• Up to 8 m height
	
	
	

	15. Carrying case - No. of units 2
	• WxHxD 70x35x100

• Foam padded inside

• Metal corners, thick walls
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